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area is 23.9 °C (75 °F) or higher. The air 
temperature around any marine mam-
mal in any animal holding area must 
not be allowed to fall below 7.2 °C (45 
°F). The air temperature around any 
polar bear must not be allowed to ex-
ceed 29.5 °C (85 °F) at any time and no 
polar bear may be subjected to sur-
rounding air temperatures that exceed 
23.9 °C (75 °F) for more than 4 hours at 
any time. The ambient temperature 
must be measured in the animal hold-
ing area upon arrival of the shipment 
by the attendant, carrier, or inter-
mediate handler. The ambient tem-
perature must be measured halfway up 
the outside of the primary transport 
enclosure at a distance from the exter-
nal wall of the primary transport en-
closure not to exceed 0.91 meters (3 
feet). 

[66 FR 256, Jan. 3, 2001] 

§ 3.118 Handling. 
(a) Carriers and intermediate han-

dlers moving marine mammals from 
the animal holding area of the ter-
minal facility to the primary convey-
ance or from the primary conveyance 
to the animal holding area of the ter-
minal facility must provide the fol-
lowing: 

(1) Movement of animals as expedi-
tiously as possible. 

(2) Shelter from overheating and direct 
sunlight. When sunlight is likely to 
cause overheating, sunburn, or discom-
fort, sufficient shade must be provided 
to protect the marine mammals. Ma-
rine mammals must not be subjected to 
surrounding air temperatures that ex-
ceed 23.9 °C (75 °F) unless accompanied 
by an acclimation certificate in ac-
cordance with § 3.112 of this subpart. 
The temperature must be measured 
and read within or immediately adja-
cent to the primary transport enclo-
sure. 

(3) Shelter from cold weather. Marine 
mammals must be provided with spe-
cies appropriate protection against 
cold weather, and such marine mam-
mals must not be subjected to sur-
rounding air temperatures that fall 
below 7.2 °C (45 °F) unless accompanied 
by an acclimation certificate in ac-
cordance with § 3.112 of this subpart. 
The temperature must be measured 
and read within or immediately adja-

cent to the primary transport enclo-
sure. 

(b) Care must be exercised to avoid 
handling of the primary transport en-
closure in a manner that may cause 
physical harm or distress to the marine 
mammal contained within. 

(c) Enclosures used to transport any 
marine mammal must not be tossed, 
dropped, or needlessly tilted and must 
not be stacked unless properly secured. 

[66 FR 257, Jan. 3, 2001] 

Subpart F—Specifications for the 
Humane Handling, Care, 
Treatment, and Transportation 
of Warmblooded Animals 
Other Than Dogs, Cats, Rab-
bits, Hamsters, Guinea Pigs, 
Nonhuman Primates, and Ma-
rine Mammals 

SOURCE: 36 FR 24925, Dec. 24, 1971, unless 
otherwise noted. Redesignated at 44 FR 36874, 
July 22, 1979. 

FACILITIES AND OPERATING STANDARDS 

§ 3.125 Facilities, general. 
(a) Structural strength. The facility 

must be constructed of such material 
and of such strength as appropriate for 
the animals involved. The indoor and 
outdoor housing facilities shall be 
structurally sound and shall be main-
tained in good repair to protect the 
animals from injury and to contain the 
animals. 

(b) Water and power. Reliable and ade-
quate electric power, if required to 
comply with other provisions of this 
subpart, and adequate potable water 
shall be available on the premises. 

(c) Storage. Supplies of food and bed-
ding shall be stored in facilities which 
adequately protect such supplies 
against deterioration, molding, or con-
tamination by vermin. Refrigeration 
shall be provided for supplies of perish-
able food. 

(d) Waste disposal. Provision shall be 
made for the removal and disposal of 
animal and food wastes, bedding, dead 
animals, trash and debris. Disposal fa-
cilities shall be so provided and oper-
ated as to minimize vermin infesta-
tion, odors, and disease hazards. The 
disposal facilities and any disposal of 
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animal and food wastes, bedding, dead 
animals, trash, and debris shall comply 
with applicable Federal, State, and 
local laws and regulations relating to 
pollution control or the protection of 
the environment. 

(e) Washroom and sinks. Facilities, 
such as washrooms, basins, showers, or 
sinks, shall be provided to maintain 
cleanliness among animal caretakers. 

[36 FR 24925, Dec. 24, 1971. Redesignated at 44 
FR 36874, June 22, 1979, and amended at 44 FR 
63492, Nov. 2, 1979] 

§ 3.126 Facilities, indoor. 

(a) Ambient temperatures. Tempera-
ture in indoor housing facilities shall 
be sufficiently regulated by heating or 
cooling to protect the animals from the 
extremes of temperature, to provide for 
their health and to prevent their dis-
comfort. The ambient temperature 
shall not be allowed to fall below nor 
rise above temperatures compatible 
with the health and comfort of the ani-
mal. 

(b) Ventilation. Indoor housing facili-
ties shall be adequately ventilated by 
natural or mechanical means to pro-
vide for the health and to prevent dis-
comfort of the animals at all times. 
Such facilities shall be provided with 
fresh air either by means of windows, 
doors, vents, fans, or air-conditioning 
and shall be ventilated so as to mini-
mize drafts, odors, and moisture con-
densation. 

(c) Lighting. Indoor housing facilities 
shall have ample lighting, by natural 
or artificial means, or both, of good 
quality, distribution, and duration as 
appropriate for the species involved. 
Such lighting shall be uniformly dis-
tributed and of sufficient intensity to 
permit routine inspection and cleaning. 
Lighting of primary enclosures shall be 
designed to protect the animals from 
excessive illumination. 

(d) Drainage. A suitable sanitary 
method shall be provided to eliminate 
rapidly, excess water from indoor hous-
ing facilities. If drains are used, they 
shall be properly constructed and kept 
in good repair to avoid foul odors and 
installed so as to prevent any backup 
of sewage. The method of drainage 
shall comply with applicable Federal, 
State, and local laws and regulations 

relating to pollution control or the 
protection of the environment. 

§ 3.127 Facilities, outdoor. 

(a) Shelter from sunlight. When sun-
light is likely to cause overheating or 
discomfort of the animals, sufficient 
shade by natural or artificial means 
shall be provided to allow all animals 
kept outdoors to protect themselves 
from direct sunlight. 

(b) Shelter from inclement weather. 
Natural or artificial shelter appro-
priate to the local climatic conditions 
for the species concerned shall be pro-
vided for all animals kept outdoors to 
afford them protection and to prevent 
discomfort to such animals. Individual 
animals shall be acclimated before 
they are exposed to the extremes of the 
individual climate. 

(c) Drainage. A suitable method shall 
be provided to rapidly eliminate excess 
water. The method of drainage shall 
comply with applicable Federal, State, 
and local laws and regulations relating 
to pollution control or the protection 
of the environment. 

(d) Perimeter fence. On or after May 
17, 2000, all outdoor housing facilities 
(i.e., facilities not entirely indoors) 
must be enclosed by a perimeter fence 
that is of sufficient height to keep ani-
mals and unauthorized persons out. 
Fences less than 8 feet high for poten-
tially dangerous animals, such as, but 
not limited to, large felines (e.g., lions, 
tigers, leopards, cougars, etc.), bears, 
wolves, rhinoceros, and elephants, or 
less than 6 feet high for other animals 
must be approved in writing by the Ad-
ministrator. The fence must be con-
structed so that it protects the animals 
in the facility by restricting animals 
and unauthorized persons from going 
through it or under it and having con-
tact with the animals in the facility, 
and so that it can function as a sec-
ondary containment system for the 
animals in the facility. It must be of 
sufficient distance from the outside of 
the primary enclosure to prevent phys-
ical contact between animals inside 
the enclosure and animals or persons 
outside the perimeter fence. Such 
fences less than 3 feet in distance from 

VerDate Aug<31>2005 08:40 Feb 27, 2008 Jkt 214028 PO 00000 Frm 00127 Fmt 8010 Sfmt 8010 Y:\SGML\214028.XXX 214028rf
re

de
ric

k 
on

 P
R

O
D

1P
C

67
 w

ith
 C

F
R


		Superintendent of Documents
	2014-10-10T10:45:57-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




